
COMBRITE ELECTRONIC
CONTROL GEAR
LED DRIVER RANGE 2016-2017



COMBRITE electronic control gear is designed 
and engineered in Germany in compliance with 
the respective EN standards applying the latest 
technical know-how. COMBRITE devices are ENEC 
certified which confirms their safety as well as their 
performance. The COMBRITE range is Australian 
approved and EMC-tested in accordance with the 
legal provisions and thus comply with the respective 
valid standards.

Electronic Ballast
Dimmable Ballast
LED Drivers
Electronic Ballast for HID Lamps
Electronic Transformers
Emergency Lighting

You can contact us on:
Phone: +61 2 9896 5466
Facsimile: +61 2 9896 5010
Email: sales@commchem.com.au 
Web: www.commchem.com.au

Address: 5 Spireton Place, Pendle Hill
NSW 2145 Australia

OUR PRODUCT RANGE
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•	 Versatile 
•	 Energy Saving
•	 Low maintenance cost
•	 Extended lamp service life 

•	 Comprehensive application range from 1W-40W 
•	 Constant Current output
•	 Optional built-in or independent type
•	 Short & Open Circuit protection
•	 Automatic overheat regulation or cut off
•	 Overload protection
•	 Australian Approval
•	 EMC Compliant

COMBRITE offers an extensive range of ENEC certified and Australian approved LED Drivers for 
Constant Current and Constant Voltage applications.    

LED DRIVERS

Advantages of LED lighting COMBRITE Constant Current Product Features

Constant Current LED Drivers / Ambient 
Temperature ta (°C): -20~+50

Model
Number

Watts Rated Input 
Voltage (VAC)

Output 
Current (mA)

Rated Output 
Power (VDC)

Dimensions
LxWxH (mm) 

LSVC3AZ UNI 1-3 100-240 350 3-9 55.8 x 39 x 20
LSVC3BIZ UNI 3 100-240 700 4-5 55.8 x 39 x 20

LSC6W350-Z UNI 3-6.3 100-240 350 8.6-18 66.3 x 38.5 x 22
LSC6W500 UNI 3-6.3 100-240 500 6-12 55.5 x 38.5 x 20

LSC6W700-Z UNI 3-6.3 100-240 700 4.3-9 66.3X38.5X20
LMVC8A UNI 1-9 100-240 350 3-26 85 x 40.4 x 22

LIC9W350-Z UNI 6-9 100-240 350 17.1-25.7 65 x 39 x 20
LIC9W700-Z UNI 6--9 100-240 700 8.6-12.9 65 x 39 x 20
LRC9W200 UNI 6-8.1 100-240 200 30-40.5 55 x 22
LRC9W350 UNI 5.6-9.1 100-240 350 16-26 55 x 22
LMC10W350-Z 5.-95-10.15 220-240 350 17-29 85 x 40.4 x 22
LMC10W700-Z 5.95-10.15 220-240 700 8.5-14.5 85 x 40.4 x 22

LMC15W350-Z 9.1-15 220-240 350 26-43 85 x 40.4 x 22
LMC15w700-Z 9.1-14.7 220-240 700 13-21 85 x 40.4 x 22

LLVC15BDE UNI 5-15 100-240 700/1000/1200 3-12 167 x 38.4 x 30

LTVC18A-Z UNI 10-18 100-240 350 30-54 153 x 67 x 30.5

LTVC18B-Z UNI 10-18 100-240 700 12-27 153 x 67 x 30.5

LBC20W350-Z UNI 12.6-19.5 120-277 350 36-55.7 116.4 x 44 x 30

LBC20W550-Z UNI 13.2-19.8 120-277 550 24-36 116.4 x 44 x 30

LBC20W600-Z UNI 13.2-19.8 120-277 600 21-30 116.4 x 44 x 30

LBC20W700-Z UNI 12.6-19.6 120-277 700 18-28 116.4 x 44 x 30

LSC20W250 UNI 8-13.7 100-277 250 32-55 69.3 x 43.5 x 24.6

LSC20W350 UNI 11-19.3 100-277 350 32-55 69.3 x 43.5 x 24.6

LLC30W700 19.6-26.6 220-240 700 28-38 79.8 x 78.1 x 25.4

LCD36W500 UNI 18-26.25 120-240 500 36-52.5 73 x 45 x 32

LCD36W700 UNI 25.2-36.75 120-240 700 36-52.5 73 x 45 x 32

LLC40W700-Z UNI 20-40 100-240 700 29-58 166.5x46x30

LTC40W900-Z UNI 20-40 100-240 900 22-44 128.9x75.4x32
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•	 Various wattages and mA sizes
•	 Triac dimming range 10%~100%
•	 Short & open circuit proof
•	 Auto overheat regulation or 

cut off overload protection
•	 Australian Approved
•	  EMC Complaint 

•	 500mA to 1500mA
•	 Protection : Over-Temperature 

/ Open-Circuit / Short-Circuit
•	 Australian Approved
•	 EMC Compliant

COMBRITE Constant Current TRIAC Dimmable LED Drivers 

COMBRITE Constant Current DALI 
Dimmable LED Drivers Features 

Triac Dimmable 
Constant Current 
LED Driver

DALI Dimmable 
Constant Current 
LED Driver

Model
Number

Watts Rated Input 
Voltage (VAC)

Output 
Current (mA)

Rated Output 
Power (VDC)

Dimensions
LxWxH (mm) 

LMTC10W350-Z 5.95-10.15 220-240 350 17-29 85 x 40.4 x 22
LMTC10W700-Z 5.95-10.15 220-240 700 8.5-14.5 85 x 40.4 x 22
LMTC15W350-Z 9.1-15 220-240 350 26-43 85 x 40.4 x 22

LMTC15W700-Z 9.1-15 220-240 700 13-21 85 x 40.4 x 22
LLTC20W350LR-Z 10.9-19.6 220-240 350 31-56 167 x 38.4 x 29.8
LLTC20W700LR-Z 12.6-18.2 220-240 700 18-26 167 x 38.4 x 29.8
LBTC30W700LR-Z 21-29.4 220-240 700 30-42 137.4 x 44 x 30
LBTC30W900LR-Z 18.9-27 220-240 900 21-30 137.4 x 44 x 30
LTTC40W900LR 25-36 220-240 900 28-40 103 x 67 x 30.5

Model
Number

Watts Rated Input 
Voltage (VAC)

Output 
Current (mA)

Rated Output Power 
(VDC)

Dimensions
LxWxH (mm) 

LTDC50W1100 UNI 25-50 100-277 1100 22.7-45 108.9 x 75.4 x 32

LTDC50W1100-Z UNI 25-50 100-277 1100 22.7-45 128.9 x 75.4 x 32

We are offering the new compact and powerful supply units which cover the ranges from 200 to 
900mA. Our new LED drivers offer an optional solution for modern, energy efficient luminaries. The 
advantages as low maintenance cost, long lifetime and environmental friendliness are very clear.PR
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•	 Comprehensive application range from 1W-100W 
•	 Constant Voltage output
•	 Optional built-in or independent type
•	 Short & Open Circuit protection

•	 Automatic overheat regulation or cut off
•	 Overload protection
•	 Australian approval
•	 EMC compliant

COMBRITE Constant Voltage LED Drivers Product Features 

Constant Voltage LED Drivers / 
Ambient Temperature ta (°C): -20~+50

Model
Number

Rated Input
 Voltage 

Output
Voltage

Rated Output
Power

LED 
Type 

Dimensions
LxWxH (mm) 

LSV3W24 UNI 100-240V DC 24V 3W max 0.04-0.1W 54.6x39x20
LMV12W12 UNI 100-240V DC 12V 12W max 0.04-0.1W 85x40.4x22
LMV12W24 UNI 100-240V DC 24V 12W max 0.04-0.1W 85x40.4x22

LHV36W12-Z UNI 100-240V DC 12V 36W max 0.04-0.1W 128x75.4x32
LHV36W24-Z UNI 100-240V DC 24V 36W max 0.04-0.1W 128x75.4x32

LHV60W12 100-240V DC 12V 60W max 0.04-0.1W 190.5x88x35.5
LHV60W24 100-240V DC 24V 60W max 0.04-0.1W 173.2x78x30.5
LHV100W24 100-240V DC 24V 100W max 0.04-0.1W 190.5x88x35.5
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Model
Number

Rated Input 
Voltage

Output 
Voltage

Rated Output 
Power

Current (mA) Dimensions
LxWxH (mm) 

LEXV18W12 100-240V 12V 0-18W 1500 162x37x25
LEXV18W24 100-240V 24V 0-18W 750 162x37x25
LEXV30W12 100-240V 12V 0-30W 2500 232x37x25
LEXV30W24 100-240V 24V 0-30W 1250 232x37x25
LEXV40W12 100-240V 12V 0-40W 3340 232x37x25
LEXV40W24 100-240V 24V 0-40W 1670 232x37x25
LEXV60W12 100-240V 12V 0-60W 5000 182x71.2x45
LEXV60W24 100-240V 24V 0-60W 2500 182x71.2x45

LEXV100W12 100-240V 12V 0-100W 8400 202x71.2x45
LEXV100W24 100-240V 24V 0-100W 4200 202x71.2x45
LEXV150W12 100-240V 12V 0-150W 12000 244x71.2x45
LEXV150W24 100-240V 24V 0-150W 6000 244x71.2x45

PR
O

D
U

C
T 

C
A

TA
LO

G
U

E			



PA

G
E 

6

•	 Universal input mains 100-240VAC
•	 Sustainable constant DC voltage output-12V, 

24V
•	 +0.5V O/P tolerance supports consistent LED 

lumen control
•	 Full output power series - 

•	 Overload protection/Short & open 
circuit proof/Overheat cut-off

•	 SELV and hot-wiring capability
•	 IP67 dust and waterproof
•	 Compact alloy casing

COMBRITE Outdoor LED Constant Voltage Driver Features 

Outdoor LED Constant Voltage Driver
LEXV100W12/24 Shown



Comm-Chem Materials Pty Ltd has been established 
since 1990 as the exclusive agent in Australia and New 
Zealand for the international companies ICAR Spa. 
Italy, Barker Microfarads Inc. USA, Dain Electronics Ltd. 
Taiwan, EGI Spain and ERC Italy as well as offering the 
established range of COMBRITE® electronic lighting 
control gear.
Through our association with several manufacturers in 
Europe, USA and a major Japanese trading company 
with offices throughout Asia, Comm-Chem Materials Pty 
Ltd is in the position to source any components or raw 
materials that may be required. With our engineering 
support and purchasing experience, we are able to 
supply a quality product at a competitive price.
Comm-Chem Materials Pty Ltd supply products to the 
major manufacturers of electric motors, air conditioners, 
white goods, electric fence energisers and the lighting 
and building industries. Comm-Chem Materials Pty 
Ltd is recognised as a leading supplier offering quality 
products with international approvals, competitive stable 
prices, reliable delivery and efficient services.

COMPANY PROFILE

You can contact us on:
Phone: +61 2 9896 5466
Facsimile: +61 2 9896 5010
Email: sales@commchem.com.au
Web: www.commchem.com.au

Address: 5 Spireton Place, Pendle Hill
NSW 2145 Australia
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Comm-Chem Materials Pty Ltd  |  5 Spireton Place, Pendle Hill, NSW 2145 Australia 

Phone: +61 2 9896 5466  |  Fax: +61 2 9896 5010  |  Email: sales@commchem.com.au  |  Web: www.commchem.com.au

Please visit your local stockist below for the complete range of COMBRITE Electrical Control gear


