
Model
Number

Rated 
 Voltage 

Operating 
Frequency

Number of 
Lamps

Lamp 
Type

Lamp 
Wattage

Dimensions
LxWxH (mm) 

SIS114-35 220-240V 50/60Hz >40kHz 1 T5 14,21,28,35W 235x30x26

T5 24,39W

SIS118-40 220-240V 50/60Hz >40kHz 1 T8 18,25,36W 235x30x26

TC-L 18,24,36,40W

TC-F 18,24,36W

T5 54W

SIS154-58 220-20V 50/60Hz >40kHz 1 T8 58W 235x30x26

TC-L 55W

SI214-35 220-240V 50/60Hz >40kHz 2 T5 14,21,28,35W 360x30x26

T5 24,39W

SI218-40 220-240V 50/60Hz >40kHz 2 T8 18,25,36W 360x30x26

TC-L 18,24,36,40W

TC-F 18,24,36W

T5 54W

SI254-58 220-240V 50/60Hz >40kHz 2 T8 58W 360x30x26

TC-L 55W

• Automatic identification of lamp type

• Short Circuit Protection 

• Open Circuit Safety

• Automatic cut-off protection of defective lamp

• Auto-reset after replacement of defective lamp

• Energy efficiency classified EEI=A2BAT

• Australian approval

• EMC compliant

COMBRITE Electronic Ballast Product Features

Linear Electronic Ballast for 1 or 2 Lamps / Ambient 

Temperature ta (°C): -25 ~ +60

Visit our website www.commchem.com.au


